
TEOS 900 - 25

25-200KVA ONLINE MODULAR UPS

GENERAL SPECIFICATIONS

Advanced dual-core DSP control technology

True On-line, double conversion power protection

Compact footprint, modular Hot-swappable design

High efficiency up to 96% in on-line mode, 99% 
efficiency in ECO mode

Dual input design, independent bypass available 

Output power factor 1.0, input power factor <0.99
138 - 485 Vac wide input voltage range, 50 Hz / 60 Hz 
grid self-adaptive

TEOS 900-25 Series UPS is a high-end modular UPS with latest 
dual-core DSP control technology. lt adopts a highly intelligent 
modular design which mainly contains power modules, bypass 
module and control module, all modules support “plug & play” to 
simplify UPS servicing and maintenance. The available UPS 
power and redundancy level can expand vertically from 25 kVA/ 
25 kW to 200 kVA/ 200 kW in one single power cabinet with 
flexible configuration for meeting different needs. It can adapt to 
different grid environment and provides maximum protection and 
high quality power for critical loads in data centers or other 
important applications. 

Frequency conversion available: 50 Hz input / 60 Hz 
output or 60 Hz input / 50 Hz output

Advanced digital parallel technology

Flexible charger parameter and battery configuration 
settings

Compatible with lead-acid battery and lithium battery

Supports cold start with battery and auto restart with 
mains power

7 inches LCD touch screen

3phase in / 3phase out
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Short-circuit, overload, over-temperature, battery low voltage, 
undervoltage, overvoltage, fan failure protection

T9100-25 T9200-25

ONLINE UPS 3phase in / 3phase out 25 - 200kVA


